
Poly

Produktserie

330 W

41.30V

335W

41.50V

340W

10.24A

33.80V

10.36A

34.00V

9.7 6A
19 .6%

9 .85A
19 .9%

9.94A

20.1%

Produktegenskaper

19kg IP68

1684*1002*35mm

60*2 pcs 4mm², Landscape:N 1100mm/P 1100mm,
Portrait: N 150mm/P 300mm

158.75*79.38mm

1000/1500V

Pakkekonfigurasjon

Temperaturegenskaper Maksimal vurdering

NOCT 45±2℃ 0~+5W

+0.05%/℃ -40℃~+85℃

-0.28%/℃ 2400pa/5400pa

Temp -0.36%/℃ 15A

10-år 90% maksimum produksjon 

25-år 80% maksimum produksjon

Kvalitets-
garanti

25År

Kraft-
garanti

Product

IEC61701

TUV Certificate
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320W

40.90V

325W

41.10V

10.15A

33.40V

10.20A

33.60V

9.58A

19.0%

9.68A

19.3%

IEC61215， IEC61730

Poly

LP156*156-M-60

Power

Product Series

Open Circuit Voltage

330W

41.05V

Short Circuit Current

Maximum Power Voltage 

10.32A

33.68V

Maximum Power Current

Module Efficiency

9.80A

19.6%

Product Characteristics

Weight 19kg Junction Box IP67

Module Size 1684*1002*35mm Frame Aluminum Alloy

Cell Amount 60 pcs Cable 4mm²,Length900mm

Cell Size 158.75*158.75mm Connection (Compatible with)MC4

Maximum System Voltage 1000/1500V Application Level Class A

Packing Configuration

Modules/Pallet 30 pieces Modules/40' container 780 pieces

Packing Description 26 Pallets, Total=30 X 26=780

Temperature Characteristics Maximum Rating

NOCT 45±2℃ Output Tolerance 0~+3%W

Temp Coefficient of ISC +0.06%/℃ Operating Temperature -40℃~+85℃

Temp Coefficient of VOC -0.30%/℃ Wind Load/Snow Load 2400pa/5400pa

Temp Coefficient of Pmax -0.40%/℃ Fuse Current 15A

10-YEAR 90% Maximum Output

25-YEAR 80% Maximum Output

15Years

Quality
Warranties

25Years

Power
Guarantee

J-PEC Product

Salt Spray Certificate
IEC61701

(Salt Mist Corrosion Test)

TUV PID Certificate

TUV Certificate
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320W

40.65V
325W

40.85V
10.12A

33.20V
10.22A

33.44V
9.64A

19.0%
9.72A

19.3%

(Black)

IEC61215， IEC61730

Poly

LP156*156-P-60

Power

Product Series

Open Circuit Voltage

285W

38.82V

275W

38.42V
280W

38.62V
Short Circuit Current

Maximum Power Voltage 

9.43A

31.75V

9.25A

31.35V
9.34A

31.55V
Maximum Power Current

Module Efficiency

8.98A

17.4%

8.77A

16.9%
8.87A

17.2%

Product Characteristics

Weight 18.0kg Junction Box IP67

Module Size 1640*990*35mm Frame Aluminum Alloy

Cell Amount 60 pcs Cable 4mm²,Length900mm

Cell Size 156.75*156.75mm Connection (Compatible with)MC4

Maximum System Voltage 1000/1500V Application Level Class A

Packing Configuration

Modules/Pallet 30 pieces Modules/40' container 840pieces

Packing Description 28 Pallets, Total=30 X 28=840

Temperature Characteristics Maximum Rating

NOCT 45±2℃ Output Tolerance 0~+3%W

Temp Coefficient of ISC +0.06%/℃ Operating Temperature -40℃~+85℃

Temp Coefficient of VOC -0.30%/℃ Wind Load/Snow Load 2400pa/5400pa

Temp Coefficient of Pmax -0.40%/℃ Fuse Current 15A

10-YEAR 90% Maximum Output

25-YEAR 80% Maximum Output

Saltspraysertifikat
IEC61701
(Salttåkekorrosjonsrest)

TUV PIDSertifikat

IEC61215, IEC61730

Output~
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Quality
Warranties
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Styrke 320W 325W 330W 335W

Åpen kretsspenning 40.60V 40.87V 41.08V 41.32V

Kortslutning 10.16A 10.23A 10.30A 10.38A

Maksimal effektspenning 33.73V 33.97V 34.24V 34.48V

Maksimal strøm 9.49A 9.57A 9.64A 9.72A

Moduleffektivitet 19.0% 19.3% 19.6% 19.9%

Vekt 19kg Koblingsboks IP68

Størrelse 1660*1000*35mm Ramme Aluminiumslegering

Cellemengde 60*2 pcs Kabel 4mm², Landscape:N 1100mm/P 1100mm,
Portrait: N 150mm/P 300mm

Størrelse på celler 158.75*79.38mm Forbindelse MC4 kompatibel

Maksimum systemspenning 1000/1500V Applikasjonsnivå Klasse A

NOCT 45±2°C Utgangstoleranse 0~+5W

Temp koeffisient av ISC +0.05%/°C Utgangstemperatur -40°C~+85°C

Temp koefficient av VOC -0.28%/°C Vinbelastning/snøbelastning 2400pa/5400pa

Temp            koeffisient av Pmax -0.36%/°C Sikringsstrøm 15A

Moduler/paller 30 Moduler/40' kontainer 780 stk

Emballasjebeskrivelse 26 paller, Totalt = 30 X26=780

SMB-335W 1660x100x40mm

www.flagsun.com

12År

skanbatt.no post@skanbatt.no

FS158*158-M-120-H-320W FS158*158-M-120-H-320W

320-340W

340W

41.55V

34.73V

10.46A

9.79A

20.2%

320W

340W
Produksjon 320-340W




